DIY-Do-lt-Yourself upgrade guideline

Since you came here you probably have to upgrade your mining machines from
one blade to 2 or 3 blades by yourself. Actually, doing these assembling
and disassembling things is extremely easy and resourceful so that just one
item that need to be taken into consideration before your journey: a proper
screwdriver.

To make the process easier to follow and here are 5 steps with pictures.

Step 1: Take the metal mask with a lot of holes apart.




Step 2: Take the fan apart.

There are 2 fans on it and the one you should take apart is adjacent to the
mask in STEP 1 as below shown:

After the fan is taken apart it looks like:
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Step 3: Slot the hashing boards into the machine.

See that there are 2 slots respectively in the two sides (if your current
hashing board is in the mid) and what you need to do is that adjust the
angle to a proper position and then slightly put the board into it. Do not
forget the plug with blue lines which is in charge of the chips’ control
called 8 Pin communication cable.



Take apart the power

Plug 8 Pin communication cable into main board



Knowing that there is one screw for fixing the hashing board and it so

little that you will missing it. The position as below shown is where it
should be.

Then you should reinstall as before

Step 4: connect the power to hashboard

There are 2 conductive metal fragment and your mission is to link them just
like the linked besides. Here we give you the 1 and 2 as below shown to fit
together.



That’ s all! And then put every parts together as you take them apart at the
beginning.

Delivery List

a hashboard

a couple of copper bars for power

four screws for power and one little for fixing the hashing board



a piece of 8 Pin cable for communication

all the above and the hashing board would in a packing box



